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Preface 

ESIF is a venue for the telecommunications industry, public safety, and other stakeholders to develop and 
refine technical and operational interconnection issues that will ensure this life-saving service will be available 
for everyone. ESIF allows many different telecommunications entities to fully cooperate and interconnect with 
each other in order to determine the best practices and solutions necessary to deploy E9-1-1 services. ESIF's 
mission is to facilitate the identification and resolution of technical issues related to the interconnection of the 
telephony and emergency services networks.  ATIS and the National Emergency Number Association 
(NENA) are the Co-Convenors of ESIF with ATIS serving as the ESIF Secretariat. 
 
ESIF is responsible for identifying and incorporating the necessary changes into this document.  All changes 
to this document shall be made through the ESIF issue resolution process and adopted by the ESIF, as set 
forth in the ESIF Operating Guidelines. 

 
 
Disclaimer and Limitation of Liability 
 
The information provided in this document is directed solely to professionals who have the appropriate degree 
of experience to understand and interpret its contents in accordance with generally accepted engineering or 
other professional standards and applicable regulations.  No recommendation as to products or vendors is 
made or should be implied. 
 
NO REPRESENTATION OR WARRANTY IS MADE THAT THE INFORMATION IS TECHNICALLY 
ACCURATE OR SUFFICIENT OR CONFORMS TO ANY STATUTE, GOVERNMENTAL RULE OR 
REGULATION, AND FURTHER NO REPRESENTATION OR WARRANTY IS MADE OF 
MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE OR AGAINST INFRINGEMENT OF 
INTELLECTUAL PROPERTY RIGHTS.  NEITHER ATIS, THE ESIF OR ANY OF THEIR OFFICERS, 
DIRECTORS, EMPLOYEES, PARTICIPANTS, AGENTS AND REPRESENTATIVES (THE “PARTIES”) 
SHALL BE LIABLE, BEYOND THE AMOUNT OF ANY SUM RECEIVED IN PAYMENT BY ATIS FOR THIS 
DOCUMENT, WITH RESPECT TO ANY CLAIM, AND IN NO EVENT SHALL THE PARTIES BE LIABLE FOR 
LOST PROFITS OR OTHER INCIDENTAL OR CONSEQUENTIAL DAMAGES.  ATIS EXPRESSLY 
ADVISES THAT ANY AND ALL USE OF OR RELIANCE UPON THE INFORMATION PROVIDED IN THIS 
DOCUMENT IS AT THE RISK OF THE USER.
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Wireless E9-1-1 Phase II Readiness Package 
 

Introduction 
 
FCC rules require a Public Safety Answering Point (PSAP) to establish that they will be 
ready and able to receive and utilize Phase II data before the PSAP requests that level of 
service from a wireless provider.  That represents a “readiness” issue for PSAPs desiring 
to implement such service.  To some extent, what constitutes readiness has been defined 
by the FCC in their “City of Richardson” decisions.  However, there continues to be 
much confusion, and, therefore, uncertainty regarding the details of those decisions and 
how they apply in real life situations.  A standard, nationally applicable method to 
determine readiness and document that status, consistent with the FCC requirements, and 
also taking into account other considerations, was considered a way to minimize this 
uncertainty, and, thus, roadblocks to success. 
 
This resource, and the inherent guidelines involved, have been produced by the 
Emergency Services Interconnection Forum (ESIF), an effort jointly convened by the 
Alliance for Telecommunications Industry Solutions (ATIS) and the National Emergency 
Number Association (NENA).  Partners to the development of this Readiness Package 
included representatives of wireless carriers, 9-1-1 service system providers, and public 
safety organizations, like NENA and APCO. 
 
Public Safety Authorities should utilize this package as a standard method to evaluate 
their readiness to request and implement wireless E9-1-1 Phase II service, to 
communicate with other partners involved in this process, and document readiness to 
wireless carriers from whom they request Phase II implementation.  Using a standard 
process and documents to manage the Phase II service readiness and request process 
simplifies the communications effort between the partners to this effort, and minimizes 
misinterpretation and variations in this technically complex arena.  The result will be the 
acceleration of an extremely important public safety service. 
 
Contents 
 
• Phase II Readiness Checklist Form (a Checklist Explanatory Appendix will be added 

at a future date) – see Attachment A 
 
• Checklist Form Instructions 
 
• Suggested Communications Flow Management 
 
• Supplier Information Request Letter Content Recommendations 
 
• Suggested Methods for Phase II Request for Service 
 
 
Questions or suggestions for improvements to this package should be directed to: 
esif@atis.org. 
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Instructions for the Phase II Readiness Checklist Form (Attachment A) 

 
The Checklist Form is structured around four segments:  Public Safety Authority, PSAP 
Equipment Capabilities, 9-1-1 Service System Provider Capabilities, and CAD or 
Mapping Capabilities.  The Checklist should support requests from both individual 
PSAPs, and multiple PSAP 9-1-1 authorities at the county or regional level.  When 
multiple PSAPs are being defined as a group for Phase II Readiness, the PSAPs involved 
must be identified in the vendor information request correspondence and in the carrier 
request letter. 
 
Certain of the Readiness items are required by the FCC, based on past understandings of 
industry methods – these are indicated by the tag `Req’ after those items.  Others are 
included because they are necessary, based on recent technical approaches to Phase II.  
Other items are noted as optional or `if required’, based on the wireless interface solution 
chosen jointly by the wireless carrier and public safety authority, and/or local plans for 
Mapping methods.  It should be recognized that automated mapping systems are not 
required for Phase II, but if utilized, become a consideration in getting ready to 
implement Phase II, in terms of PSAP operations.  Notes are also provided to explain 
certain aspects of some readiness items. 
 
The Checklist form can be utilized in a PC using EXCEL or an equivalent spreadsheet 
program, or it can be printed for manual use. 
 
The Checklist Form provides three tracking columns:   Available/Needed, Date of 
Request, and Installation Date.  Intended uses for these are as follows: 
 
Available/Needed 
 
The Public Safety Authority managing the Phase II readiness evaluation process uses this 
column to indicate which items are in place, or need to be in place within 6 months of the 
intended Phase II request date.   
 
Date of Request 
 
For those items that are needed, but which the Public Safety Authority does not have and 
needs to request from the service provider or vendors, enter the date when the request 
was made.  If a needed item is already installed, enter NA (Not Applicable). 
 
Installation Date 
 
If the item is already installed, indicate the date when installation was accomplished.. 
For items not already installed, and for which a request (above) was made, enter the date 
commitment returned from the service provider or vendor as to when the item will be 
installed.  This date will be returned in response to the Public Safety Authority request 
letter described below. 
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Suggested Communications Flow Management 
 
(Note: This process can be used both for new Phase II requests and for documenting 
readiness at the request of wireless carriers for Phase II requests already made in the past. 
If a past request for Phase II is to be verified for PSAP readiness, simply send a 
verification-oriented letter in step 5 below, rather than an initial Phase II request letter) 
 
1. The Public Safety Authority determines the needed items and fills out the Readiness 

Checklist, as above. 
 
2. For those items requiring service provider or vendor requests to install features or 

equipment, the Public Safety Authority prepares Request letters to the appropriate 
parties, documenting the request dates on the Checklist.   The request letters should 
include specific response date expectations, and should be followed up if responses 
are not forthcoming. 
 

3. The service provider and/or vendors respond to the letters, by providing response 
letters documenting their date commitments for installation of the requested items or 
services. 

 
4. The Public Safety Authority tracks the responses for timeliness and completeness of 

response information, documenting the installation dates on the Checklist form. 
 
5. When installation dates have been received for all requests, the Public Safety  
       Authority is ready to prepare their wireless carrier Phase II service request letters. 
 

Supplier Information Request Letter Content Recommendations 
/ 

• Clearly identify the subject of the letter as Wireless E9-1-1 Phase II Service 
Request – this validates the letter as a request in conjunction with Phase II 

• Specify which services or items from the Checklist you are requesting. 
• You could attach a copy of the Checklist with the items highlighted, as a way of 

verifying the requested items 
• Specify an expected response date from the provider or vendor 
• List the PSAP(s), or County and PSAPs, covered by the request 
• If different items are needed for different PSAPs in a multiple PSAP request 

letter, list the requested items by PSAP 
• Sent the letters by Certified Mail, with a receipt request, so that you can verify 

that the letter was received and accepted by the provider on a known date 
 

Suggested Methods for Phase II Request for Service 
 
Write a service request letter to each wireless carrier providing service in your 
jurisdictional area – this can be a request for a single County or for multiple Counties. 
Make it very clear which service territory is being handled with the request – list the 
PSAPs, or Counties and PSAPs, covered by the request. 
 
Copy these request letters to your E9-1-1 Service System Providers (ILECs acting as  
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E9-1-1 host companies).  It is recommended that the letters to both carriers and SSPs be 
delivered using Certified Mail, with a receipt, to verify the date delivered. 
 
Attach a copy of the completed Phase II Readiness Checklist, which documents your 
actions in requesting necessary capabilities, and the installation dates. 
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Explanatory Appendix for the Phase II Readiness Checklist 
 
The Richardson Ruling requires that PSAPs provide documentation demonstrating that 1) 
the PSAP has a cost recovery method in place, 2) that the PSAP has requested any 
necessary upgrades from the 9-1-1 service system provider, and 3) that any necessary 
PSAP equipment upgrades have been ordered and will be completed before the end of the 
carrier’s 6-month deployment due date. 
 
Public Safety Authority: 
 
Will PSAP(s) be receiving E9-1-1 and wireless Phase I prior to Phase II activation?                              
(If No, you must implement Phase I in conjunction with Phase II) 
 
The FCC’s Richardson Ruling requires an answer to this question.  Phase I is a building 
block for Phase II; it establishes the basic call and data network additions for wireless  
E9-1-1.  If you have not already implemented Phase I, you will be required to do so 
before Phase II can be implemented.  Some carriers may accept a simultaneous request 
for Phase I and Phase II and implement them consecutively, immediately implementing 
Phase II as soon as Phase I is operational.  If you have not yet implemented Phase I and 
you plan to request both phases at the same time, you should coordinate this with the 
wireless carrier. 
 
PSAP Cost Recovery capability  (Note 1) 
 
The Richardson Ruling requires an answer to this question.  The ruling requires that a 
PSAP have some mechanism for recovering its expenses.  This does not mean that 
special legislation is required, although that is one method of PSAP cost recovery.  This 
can be as simple as a line item on your agency budget to show that funds have been 
allocated to cover these expenses, or some other designated funding source.  However, it 
is necessary that you show you have cost recovery in place.  A photocopy of your budget 
page showing that these funds are allocated will normally be all that is required, or a 
reference to existing legislation.  It is required that you indicate that you have a method 
of recovering PSAP costs, and that you indicate the source of these funds, providing 
copies of supporting materials.  
 
Ability to Utilize the Phase II X,Y Data 
(If by optional CAD or Mapping System, see below) 
 
The Richardson Ruling requires an answer to this question.  The ruling does not require 
that you have a computerized mapping system in place, but it does require that you have 
the ability to utilize the latitude and longitude information that will be used by the 
wireless carrier to convey the caller’s location to you.  This could be as simple as paper 
maps for small areas, or perhaps an off-the-shelf mapping package that can be used to 
locate map coordinates in your service area.  It is required that you indicate you have a 
method of utilizing the data, and you should tell your wireless carrier what method you 
have chosen by indicating it on this form.  If you are using an integrated mapping system, 
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where the wireless 9-1-1 data will flow electronically into the map software upon receipt 
of a call, you are encouraged to complete the CAD or Mapping section at the bottom of 
this form. 
 
PSAP Eqpt Capabilities:     (Eqpt Vendors) 
 
CPE Adjustment to support ALI response format change for added Phase II data 
 
The Richardson Ruling requires an answer to this question.  The ALI server transmission 
format for your PSAP(s) must have the ability to pass the caller’s X and Y coordinate 
data items as part of the ALI query response data.  This will usually require the addition 
of these two fields, at minimum, to your pre-Phase II ALI format, and may also include 
other related data items, such as uncertainty.  The PSAP(s) 9-1-1 CPE must be able to 
receive and process these data items for display to the calltaker by the end of the carrier’s 
6-month implementation period. 
 
If required, CAD adjustment for Phase II data 
   
Depending on where in the ALI transmission format the Phase II data items are added, 
CAD system adjustments may be needed to adapt CAD processes for the presence of the 
added data items.  Verify with your CAD vendor that this work will be done by the end 
of the carrier’s 6-month implementation period. 
 
CPE Ability to Re-bid for ALI 
 
Most 9-1-1 CPE has re-bid capability, but you should assure that your specific equipment 
can do so.  Since the caller location data in Phase II may not be available quickly enough 
to supply with the initial ALI data response, the PSAP calltaker may have to re-bid to 
update ALI during the call progress. 
 
9-1-1 Service Provider Capabilities: 
 
ALI Server Interface from MPC – E2 or ALI Server Interface from MPC – PAM 
 
The Richardson Ruling requires an answer to this question.  As Phase II is currently 
being implemented, caller location data is transferred into the ALI servers from a Mobile 
Positioning Center (MPC) in CDMA/TDMA systems and from a Gateway Mobile 
Location Center (GMLC) in GSM systems via an E2 or PAM interface method.  In order 
to support Phase II, the 9-1-1 service system provider (usually an ILEC) must work with 
the MPC/GMLC vendors to implement ALI server software changes and make an E2 or 
PAM connection.  The Public Safety Authority preparing this Phase II Readiness 
Checklist must verify that the 9-1-1 service system provider will have this interface 
prepared by a specific date within the planned 6 month Phase II implementation period. 
 
If Hybrid or CAS solution, Selective Routing switch software package (may require 20 
digit signaling) 
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The Richardson Ruling requires an answer to this question.  While Phase II could be 
done using Call Associated Signaling (CAS) if the caller’s location could be identified 
quickly enough (less than 6 seconds), CAS is not presently in use for Phase II.  If the 
Hybrid solution is used between the wireless carrier and the Selective Router (9-1-1 
tandem), the Selective Routing switch must have specific software options to support this 
method.  As a result, the Public Safety Authority must verify that the 9-1-1 service 
system provider will have this capability prior to Phase II testing and turn up.  In some 
applications, Hybrid requires 20 digit signaling capability between the Selective Router 
and the PSAP 9-1-1 CPE equipment.  Verify this with the 9-1-1 service system provider 
as part of this item on the checklist. 
 
ALI response format update to support added Phased II data 
 
The Richardson Ruling requires an answer to this question.  The ALI server transmission 
format for your PSAP(s) must have the ability to pass the caller’s X and Y coordinate 
data items as part of the ALI query response data.  This will usually require the addition 
of these two fields, at minimum, to your pre-Phase II ALI format, and may also include 
other related data items, such as uncertainty.  The 9-1-1 service system provider must 
provide changes to the ALI transmission process to support this data provision. 
 
Re-bid to ALI and MPC may be required 
 
As Phase II is currently being implemented, caller location data is transferred into the 
ALI servers from a Mobile Positioning Center (MPC) in CDMA/TDMA networks or a 
Gateway Mobile Location Center (GMLC) in GSM networks via an E2 or PAM interface 
method.  The 9-1-1 service system provider’s ALI servers must be equipped to forward a 
re-bid from the PSAP 9-1-1 CPE on to the MPC/GMLC to cause an MPC/GMLC query 
for the caller location data, which is then returned through the MPC/GMLC to the ALI 
servers for delivery to the PSAP. 
 
CAD or Mapping Capabilities:   (Vendors) 
 
Completion of this information is not required by the Richardson Ruling, but if you are 
using an integrated mapping system, where the wireless 9-1-1 data will flow 
electronically into the map software upon receipt of a call, you are encouraged to 
complete this section.  Your wireless carrier needs to be aware that you are expecting the 
data they transmit to be accepted into your mapping system, and you will need to 
coordinate with them to assure a smooth integration.  By providing this information now, 
the wireless carrier can better coordinate this phase of your implementation.  
 
CAD-based Mapping (optional) 
 
If your CAD system has mapping capabilities, and you plan to import the 
latitude/longitude call data from your 9-1-1 CPE directly into the CAD, an interface 
between the two systems will be required.  It is recommended that you convey your plans 
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to the wireless carrier at the time of your phase II request (using this form) to support the 
process of coordinating the integration. If a software update is required for your CAD 
system, you should indicate when the update was requested from your CAD vendor and 
the installation date – if the software upgrades are already completed, or not required, so 
indicate.  It is important that your wireless carrier be aware of your upgrade plans and 
schedule if you plan to use this method of utilizing the call data. 
 
Mapping System (optional) 
 
If you are using a mapping system (non-CAD based), and you plan to import the 
latitude/longitude call data directly into the system, then it is important that you let your 
wireless carrier know of your plans and your current status, as indicated above for CAD 
systems. It is important that your wireless carrier be aware of your upgrade plans and 
schedule if you plan to use this method of utilizing the call data. 
 



Wireless E 9-1-1 Phase II Readiness Checklist
- Attachment A -

Phase II Readiness Item FCC

Available/     
Needed *

Date of 
Request

Installation 
Date

Public Safety Authority:

Will PSAP(s) be receiving E9-1-1 and wireless 
Phase I prior to Phase II activation?                              
(If No, you must implement Phase I in 
conjunction with Phase II) Req _____________

PSAP Cost Recovery capability  (Note 1) Req _____________ Source: _________________________

Ability to Utilize the Phase II X,Y Data Req _____________ Method: _________________________
(If by optional CAD or Mapping System, see below)

PSAP Eqpt Capabilities:    (Eqpt Vendors)

CPE Adjustment to support ALI response 
format change for added Phase II data Req _____________ _____________ _____________

If required, CAD Adjustment for Phase II data _____________ _____________ _____________

CPE Ability to Re-bid for ALI _____________ _____________ _____________

9-1-1 Service Provider Capabilities:

ALI Server Interface from MPC - E2 _____________ _____________ _____________
                          or Req
ALI Server Interface from MPC - PAM _____________ _____________ _____________

If Hybrid or CAS* solution, Selective Routing 
switch software package                                   
(may require 20 digit signaling) Req _____________ _____________ _____________
  * see Note 2

ALI response format update to support added 
Phase II data Req _____________ _____________ _____________

Re-bid to ALI and MPC may be required _____________ _____________ _____________
   (see Note 3)

CAD or Mapping Capabilities:   (Vendors)

CAD-based Mapping (optional) _____________ _____________ _____________

Mapping System (optional) _____________ _____________ _____________

*  must be available within 6 months after planned Phase II request date

Note 1:  If via state legislation, provide cite and date.  Can be via local source, such as General Fund

Note 2:  Call Associated Signaling (CAS) will not be viable for Phase II until Location Determination vendors are 
             able to provide Caller Location data within the timing of the switching network.
Note 3:  Re-bid must be to primary ALI server(s), not just local memory, and legally available in your state

ALL INSTALLATION DATES MUST BE WITHIN 6 MONTHS OF YOUR PHASE II REQUEST DATE TO CARRIER

January 29, 2003 ATIS/ESIF-001         


